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Pipeline and Hazardous Materials Safety Admin., DOT § 173.301b 

Finding Aids section of the printed volume 
and on GPO Access. 

§ 173.301a Additional general require-
ments for shipment of specification 
cylinders. 

(a) General. The requirements in this 
section are in addition to the require-
ments in § 173.301 and apply to the ship-
ment of gases in specification cyl-
inders. 

(b) Authorized cylinders not marked 
with a service pressure. For authorized 
cylinders not marked with a service 
pressure, the service pressure is des-
ignated as follows: 

Specification marking 
Service 

Pressure 
psig 

3 ......................................................................... 1800 
3E ...................................................................... 1800 
8 ......................................................................... 250 

(c) Cylinder pressure at 21 °C (70 °F). 
The pressure in a cylinder at 21 °C (70 
°F) may not exceed the service pressure 
for which the cylinder is marked or 
designated, except as provided in 
§ 173.302a(b). For certain liquefied 
gases, the pressure at 21 °C (70 °F) must 
be lower than the marked service pres-
sure to avoid having a pressure at a 
temperature of 55 °C (131 °F) that is 
greater than permitted. 

(d) Cylinder pressure at 55 °C (131 °F). 
The pressure in a cylinder at 55 °C (131 
°F) may not exceed 5/4 times the serv-
ice pressure, except: 

(1) For a cylinder filled with acety-
lene, liquefied nitrous oxide, or carbon 
dioxide. 

(2) For a cylinder filled in accordance 
with § 173.302a(b), the pressure in the 
cylinder at 55 °C (131 °F) may not ex-
ceed 5/4 times the filling pressure. 

(3) The pressure at 55 °C (131 °F) of 
Hazard Zone A and, after December 31, 
2003, Hazard Zone B materials, may not 
exceed the service pressure of the cyl-
inder. Sufficient outage must be pro-
vided so that the cylinder will not be 
liquid full at 55 °C (131 °F). 

(e) Grandfather clause. A cylinder in 
domestic use prior to the date on which 
the specification for the cylinder was 
first made effective may be used if the 
cylinder has been properly tested and 
otherwise conforms to the require-

ments applicable to the gas with which 
it is charged. 

[67 FR 51645, Aug. 8, 2002, as amended at 67 
FR 61289, Sept. 30, 2002; 68 FR 24661, May 8, 
2003] 

§ 173.301b Additional general require-
ments for shipment of UN pressure 
receptacles. 

(a) General. The requirements of this 
section are in addition to the require-
ments in § 173.301 and apply to the ship-
ment of gases in UN pressure recep-
tacles. A UN pressure receptacle, in-
cluding closures, must conform to the 
design, construction, inspection and 
testing requirements specified in parts 
178 and 180 of this subchapter, as appli-
cable. Bundles of cylinders must con-
form to the requirements in § 178.70(e) 
of this subchapter. 

(1) A UN pressure receptacle may not 
be filled and offered for transportation 
when damaged to such an extent that 
the integrity of the UN pressure recep-
tacle or its service equipment may be 
affected. Prior to filling, the service 
equipment must be examined and found 
to be in good working condition (see 
§ 178.70(d) of this subchapter). In addi-
tion, the required markings must be 
legible on the pressure receptacle. 

(2) The gases or gas mixtures must be 
compatible with the UN pressure recep-
tacle and valve materials as prescribed 
for metallic materials in ISO 11114–1 
(IBR, see § 171.7 of this subchapter) and 
for non-metallic materials in ISO 
11114–2 (IBR, see § 171.7 of this sub-
chapter). 

(3) A refillable UN pressure recep-
tacle may not be filled with a gas or 
gas mixture different from that pre-
viously contained in the UN pressure 
receptacle unless the necessary oper-
ations for change of gas service have 
been performed in accordance with ISO 
11621 (IBR, see § 171.7 of this sub-
chapter). 

(4) When a strong outer packaging is 
prescribed, for example as provided by 
paragraph (c)(2)(vi) or (d)(1) of this sec-
tion, the UN pressure receptacles must 
be protected to prevent movement. Un-
less otherwise specified in this part, 
more than one UN pressure receptacle 
may be enclosed in the strong outer 
packaging. 
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